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Wheel Dia Tread Width Wheel Material Capacity Part No.                         

(add mounting suffix)

*Overall 

Height

Available 

Mount

Grey TPR 70 LD210-TRP-

Hard Rubber 80 LD210-HRP-

Grey TPR 80 LD250-TRP-

Hard Rubber 100 LD250-HRP-

Grey TPR 100 LD310-TRP-

Hard Rubber 110 LD310-HRP-

Grey TPU 110 LD310-TUP-

Polyolefin 110 LD310-POP-

Grey TPR 80 LD410-TRP-

Hard Rubber 140 LD410-HRP-

Grey TPU 140 LD410-TUP-

Polyolefin 140 LD410-POP-

Grey TPR 135 LD510-TRP-

Hard Rubber 145 LD510-HRP-

Grey TPU 145 LD510-TUP-

Polyolefin 145 LD510-POP-

*less 3/32 for stem casters

Brake Options Suffix

Side Cam Brake -SB

Top Plate Suffix

Swivel caster -S

Rigid caster -R

Threaded 

Stem Suffix Avail. On 2"-2 1/2"

5/16-18x1 -51 Suffix

3/8-16x1 1/2 -32 Top Lock Brake -TLB

1/2-13x1 1/2 -12

Other sizes available. Please inquire

Grip Ring 

Stem Suffix

7/16"X 1 3/8" -G2 Avail. On 3" thru 5"

7/16"X 2" -G3

1

S, R, 32, 

12, G2

5 15/16 5 5/8
S, R, 12, 

G2, G3

Standard Plate 3", 4" & 5" dia.

4 15/16 4 5/8

2 3/8"X3 5/8"                                 

(Bolt Pattern 1 3/4"x3")

2 5/8

3 1/8

3 5/8

51, 32, G2

51, 32, G2

S, R, 51, 

32, G2

2

2 1/2

3

13/16

13/16

13/16

Office equipment, stands, carts, etc. Attractive corrosion resistant zinc finish 
with a variety of fastening plates & stems.   Economical choice for multiple 
applications. Features double ball bearing raceway for smooth swivel action. 



Wheel 

Dia

Tread Width Wheel 

Material

Capacity Swivel Part No. Rigid Part No. Overall 

Height

Soft Rubber 90 *GD210-SRP-S GD210-SRP-R

Hard Rubber 125 *GD210-HRP-S GD210-HRP-R

Sintered Iron 150 GD210-SIP-S GD210-SIP-R

Polyolefin 100 GD210-POP-S GD210-POP-R

Soft Rubber 125 *GD250-SRP-S GD250-SRP-R

Hard Rubber 150 *GD250-HRP-S GD250-HRP-R

Sintered Iron 200 GD250-SIP-S GD250-SIP-R

Polyolefin 125 GD250-POP-S GD250-POP-R

Soft Rubber 175 *GD314-SRP-S GD314-SRP-R

Hard Rubber 250 *GD314-HRP-S GD314-HRP-R

Sintered Iron 300 GD314-SIP-S GD314-SIP-R

Polyolefin 300 GD314-POP-S GD314-POP-R

Soft Rubber 240 GD415-SRP-S GD415-SRP-R

Phenolic 500 GD415-PHP-S GD415-PHP-R

Cast Iron 500 GD415-CAP-4 GD415-CAP-4

Suffix

Diam. Overall size Bolt Ctrs -SB

2" 1 7/8 x 2 9/16 15/16x2 1/8 * available 

2 1/2" 2 3/4 x 3 7/8 1 3/4 x 3
where shown

3" 3 1/8 x 4 1/8 2 3/8 x 3 3/8

4" 4 x 5 3 x 4

Diam. Overall size Bolt Ctrs

2" 1 1/2 x 2 21/32 15/16 x 2 1/8

2 1/2" 2 1/4 x 4 7/16 1 1/16 x 3 1/2

3" 2 1/4 x 5 1/8 1 3/16 x 4

4" 3 1/4 x 6 1/4 1 3/4 x 5

2

2 7/16

Brake Options

Side Cam Brake

2 1/2 1 1/16 3 1/4

2 15/16

Rigid Plate Sizes

Swivel Plate Sizes

3 1  1/4 3 5/8

4 1  1/2 5

Yoke and raceway are formed form a single piece of heavy gauge steel.  
Single ball bearing raceway construction. All purpose applications 
include furniture dollies, carts and display stands. Designed to be 
sturdy with a less exaggerated swivel offset, but at an economical 



Prefix

Attach.Bolt Size Prefix

5/16 LM

3/8 CLM

3/8 DLM

Suffix

-12

-11

-32

3

Optional           3 1/8 x 4 1/8 1 3/4 x 2 15/16 to 2 3/8 x 3 3/8

Optional                 4 x 4 1/2 2 5/8 x 3 5/8 to 3 x 3

Sizes

Optional              1/2 - 13 x 1 

 Standard          1/2 - 13 x 1 1/2

Optional        3/8 - 16 x 1 1/2

Threaded Stem Options

Suffix

Expandable Stem Options

1.426 - 1.589

Top Plate Options

Overall Size Bolt Centers

 Standard           2 3/8 x 3 5/8 1 3/4 x 2 7/8 to 3

Tubing Sizes (inside diam)

.720 - .851

.852 - .927

.928 - 1.029

1.030 - 1.140

Grip Ring Stems

-76
1.360 - 1.425

-71

-72

-73

-74

-75

 

See accessories page for additional stems & sockets 

7/16 X 1 3/8

7/16 X 2

.846 x 2 3/16

G2

G3

G846

Commonly used in institutional environments, these light medium duty 
casters are offered in a broad selection of mounting styles and wheel 
materials for most any application.   
 

Food Service equipment 
Laboratory 
Hospital 

Mounting styles include: 
 

Three very common industry Top Plates 
A wide selection of Threaded Stems 
Grip Ring Stems 
Rubber Expandable Stems for tubular equipment 

Options available include: 
 

Top Lock Brake (-TLB) 
Total Lock Brake (-TTL) 
Multiple wheel  materials & bearing types 
Hollow Kingpin 



Wheel 

Dia

Tread 

Width

Wheel 

Material

Capacity Brg. 

Type

Swivel Part No. Rigid Part No. Overall 

Height

Soft Rubber 175 Plain LM30-SRP-S LM30-SRP-R
Hard Rubber 275 Plain LM30-HRP-S LM30-HRP-R

Grey TRB 210 Ball LM30-TRB-S LM30-TRB-R
Grey TRD 210 Delrin LM30-TRD-S LM30-TRD-R
Grey TUB 300 Ball LM30-TUB-S LM30-TUB-R
Grey TUD 250 Delrin LM30-TUD-S LM30-TUD-R
Polyolefin 250 Plain LM30-POP-S LM30-POP-R

Wht. Polyolefin 250 Plain LM30-PWP-S LM30-PWP-R
Phenolic 300 Plain LM30-PHP-S LM30-PHP-R

Solid Polyur. 300 Delrin LM30-SPP-S LM30-SPP-R

Soft Rubber 200 Plain LM35-SRP-S LM35-SRP-R
Hard Rubber 285 Plain LM35-HRP-S LM35-HRP-R

Grey TRB 230 Ball LM35-TRB-S LM35-TRB-R
Grey TRD 230 Delrin LM35-TRD-S LM35-TRD-R
Grey TUB 250 Ball LM35-TUB-S LM35-TUB-R
Grey TUD 250 Delrin LM35-TUD-S LM35-TUD-R
Polyolefin 300 Plain LM35-POP-S LM35-POP-R

Wht. Polyolefin 300 Plain LM35-PWP-S LM35-PWP-R
Phenolic 350 Plain LM35-PHP-S LM35-PHP-R

Solid Polyur. 350 Delrin LM35-SPP-S LM35-SPP-R

Soft Rubber 220 Plain LM40-SRP-S LM40-SRP-R
Hard Rubber 300 Plain LM40-HRP-S LM40-HRP-R

Grey TRB 250 Ball LM40-TRB-S LM40-TRB-R
Grey TRD 250 Delrin LM40-TRD-S LM40-TRD-R
Grey TUB 300 Ball LM40-TUB-S LM40-TUB-R
Grey TUD 300 Delrin LM40-TUD-S LM40-TUD-R
Polyolefin 300 Plain LM40-POP-S LM40-POP-R

Wht. Polyolefin 300 Plain LM40-PWP-S LM40-PWP-R
Phenolic 350 Plain LM40-PHP-S LM40-PHP-R

Solid Polyur. 350 Delrin LM40-SPP-S LM40-SPP-R

Soft Rubber 250 Plain LM50-SRP-S LM50-SRP-R
Hard Rubber 325 Plain LM50-HRP-S LM50-HRP-R

Grey TRB 275 Ball LM50-TRB-S LM50-TRB-R
Grey TRD 275 Delrin LM50-TRD-S LM50-TRD-R
Grey TUB 300 Ball LM50-TUB-S LM50-TUB-R
Grey TUD 300 Delrin LM50-TUD-S LM50-TUD-R
Polyolefin 300 Plain LM50-POP-S LM50-POP-R

Wht. Polyolefin 300 Plain LM50-PWP-S LM50-PWP-R
Phenolic 350 Plain LM50-PHP-S LM50-PHP-R

Solid Polyur. 350 Delrin LM50-SPP-S LM50-SPP-R

4

5 1/4

5 1 1/4 6 1/16

1 1/4

WHEEL MATERIALS

3 1 1/4 4 1/8

3 1/2 1 1/4 4 5/8

4

       TPU             TRB         SPP           PHP           TRD         PWP           POP             TPD           SRP        HRP    HRP 



Bolt Centers Attach.Bolt Size

2 5/8 x 3 5/8 to 3 x 3 3/8

Optional  5 x 5 1/2 (prefix ML) 4 1/8 x 4 1/2 3/8

      Split Race Encased Roller Brg    Delrin Bearings                               Sealed Precision Ball              Flanged Sealed

      Roller Brg                                            with Top Hat Spacers             Ball Brgs

5

Top Plate Options

Overall Size

 Standard           4 x 4 1/2

The very most common series for mobile equipment of all 
types.  Features of this industrial workhorse  include; 

 1/4" thick cold rolled steel construction 
Double Ball Bearing Raceway  
 5/8" Nut & Bolt Kingpin 
 Grease Fitting on Raceway 
Many are NSF listed 
Corrosion resistant  Zinc finish standard 

Options Available Include: 
 Assortment of Brake Styles 

•Top Lock (suffix -TLB) 
•Total Lock (suffix -TTL) 
•Tech-Lock (suffix -TCB) 

 Detachable 4 Position Swivel Lock (order as MH-SL) 
Grease Seals on Raceway (suffix -GS) 
Quick Detach Caster Pad (Bolt type as well as Spring Clip style) 
Matching Floor Locks (Kick Bar and Dual Pedal styles) 

Available in 1 1/2" and 2" wide wheels, with a wide variety of wheel and bearing combinations which 
can be suited to any application.  
 Food Service (both Zinc plated and Stainless Steel) 

• High Temp for Baking Industry 
• Moisture and humidity resistant materials 

 Laundry and Hospitality equipment 
Automotive and Aerospace  
General industrial plant service of nearly any kind 



Wheel Dia Tread 

Width

Wheel 

Material
Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 600 MH315-PHR-S MH315-PHR-R

Cast Iron 400 MH315-CAR-S MH315-CAR-R

Poly/Iron 500 MH315-PIR-S MH315-PIR-R

Phenolic 700 MH320-PHR-S MH320-PHR-R

Cast Iron 700 MH320-CAR-S MH320-CAR-R

Poly/Iron 600 MH320-PIR-S MH320-PIR-R

Phenolic 600 MH415-PHR-S MH415-PHR-R

Cast Iron 600 MH415-CAR-S MH415-CAR-R

Poly/Iron 600 MH415-PIR-S MH415-PIR-R

Mold.Rubb 350 MH415-RSR-S MH415-RSR-R

Phenolic 800 MH420-PHR-S MH420-PHR-R

Cast Iron 700 MH420-CAR-S MH420-CAR-R

Ductile 1250 MH420-DSR-S MH420-DSR-R

Poly/Iron 800 MH420-PIR-S MH420-PIR-R

Mold.Rubb 400 MH420-RSR-S MH420-RSR-R

Poly/Alum 800 MH420-PAR-S MH420-PAR-R

Polyolefin 500 MH420-POP-S MH420-POP-R

White Polyo 500 MH420-PWP-S MH420-PWP-R

Solid Ureth 750 MH420-SPR-S MH420-SPR-R

Grey TUR 300 MH420-TRR-S MH420-TRR-R

TPU Polyu 500 MH420-TUR-S MH420-TUR-R

V-Groove 600 MH420-VGR-S MH420-VGR-R

Duct.V-Grv 1250 MH420-VDR-S MH420-VDR-R

Solid Elast. 1000 MH420-SEQ-S MH420-SEQ-R

Phenolic 600 MH515-PHR-S MH515-PHR-R

Cast Iron 600 MH515-CAR-S MH515-CAR-R

Poly/Iron 800 MH515-PIR-S MH515-PIR-R

Mold.Rubb 350 MH515-RSR-S MH515-RSR-R

Phenolic 1000 MH520-PHR-S MH520-PHR-R

Cast Iron 1000 MH520-CAR-S MH520-CAR-R

Poly/Iron 1100 MH520-PIR-S MH520-PIR-R

Mold.Rubb 400 MH520-RSR-S MH520-RSR-R

Poly/Alum 900 MH520-PAR-S MH520-PAR-R

Polyolefin 600 MH520-POP-S MH520-POP-R

White Polyo 600 MH520-PWP-S MH520-PWP-R

Solid Ureth 900 MH520-SPR-S MH520-SPR-R

Grey TUR 350 MH520-TRR-S MH520-TRR-R

TPU Polyu 600 MH520-TUR-S MH520-TUR-R

V-Groove 900 MH520-VGR-S MH520-VGR-R

Duct.V-Grv 1250 MH520-VDR-S MH520-VDR-R

Solid Elast. 1250 Prec.Ball MH520-SEQ-S MH520-SEQ-R

6

3 1/4 4 1/4

4 5 5/8

1 1/2

2    

2      

Roller

2

Roller

Roller

6 1/25

1  1/2 

1 1/2

 



Wheel Dia Tread 

Width

Wheel 

Material
Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 800 MH615-PHR-S MH615-PHR-R

Cast Iron 700 MH615-CAR-S MH615-CAR-R

Poly/Iron 800 MH615-PIR-S MH615-PIR-R

Mold.Rubb 450 MH615-RSR-S MH615-RSR-R

Phenolic 1200 MH620-PHR-S MH620-PHR-R

Cast Iron 1200 MH620-CAR-S MH620-CAR-R

Ductile 1250 MH620-DSR-S MH620-DSR-S

Crwnd.Duct. 1250 MH620-DCR-S MH620-DCR-S

Poly/Iron 1200 MH620-PIR-S MH620-PIR-R

Mold.Rubb 550 MH620-RSR-S MH620-RSR-R

Poly/Alum 1200 MH620-PAR-S MH620-PAR-R

Polyolefin 600 MH620-POP-S MH620-POP-R

White Polyo 600 MH620-PWP-S MH620-PWP-R

Solid Ureth 1000 MH620-SPR-S MH620-SPR-R

Grey TUR 600 MH620-TRR-S MH620-TRR-R

Rd.Trd.TUR 600 MH620-XRR-S MH620-XRR-R

TPU Polyu 720 MH620-TUR-S MH620-TUR-R

V-Groove 1000 MH620-VGR-S MH620-VGR-R

Duct.V-Grv 1250 MH620-VDR-S MH620-VDR-R

Rd.Trd.Poly 1000 MH620-RAQ-S MH620-RAQ-R

Solid Elast. 1250 MH620-SEQ-S MH620-SEQ-R

Phenolic 1250 MH820-PHR-S MH820-PHR-R

Cast Iron 1250 MH820-CAR-S MH820-CAR-R

Ductile 1250 MH820-DSR-S MH820-DSR-S

Crwnd.Duct. 1250 MH820-DCR-S MH820-DCR-S

Poly/Iron 1250 MH820-PIR-S MH820-PIR-R

Mold.Rubb 600 MH820-RSR-S MH820-RSR-R

Poly/Alum 1250 MH820-PAR-S MH820-PAR-R

Polyolefin 900 MH820-POP-S MH820-POP-R

White Polyo 900 MH820-PWP-S MH820-PWP-R

Solid Ureth 1000 MH820-SPR-S MH820-SPR-R

Grey TUR 700 MH820-TRR-S MH820-TRR-R

Rd.Trd.TUR 600 MH820-XRR-S MH820-XRR-R

TPU Polyu 800 MH820-TUR-S MH820-TUR-R

V-Groove 1200 MH820-VGR-S MH820-VGR-R

Rd.Trd.Poly 1000 MH820-RAQ-S MH820-RAQ-R

Solid Elast. 1250 MH820-SEQ-S MH820-SEQ-R

7

9 1/2

6 7 1/2

1 1/2

2    

Roller

Prec.Ball

Prec.Ball

Roller

8 2    

PHR                                   CAR                                 DSR                                          PIR                                                   RSR                                        PAR                                 POR 

              SPR                                               TRR/TCR                                 TUR                             VGR                              VDR                                  PRQ                                     SEQ 



Bolt Centers Attach.Bolt Size

2 7/16 x 4 15/16 to 3 3/8 x 5 1/4 1/2

      Split Race Encased Roller Brg    Delrin Bearings      Sealed Precision Ball              Flanged Sealed

      Roller Brg                         with Top Hat Spacers             Ball Brgs

8

Overall Size

 4 1/2 x 6 1/4

Top Plate Size

Increased capacities over the Medium Heavy Duty at economical 
pricing.  HC series  has a larger Top Plate, and larger 3 1/4"diameter 
Swivel Raceway. Also offered with 2 1/2" wide wheels in 6", 8" and 
10" diameter.  Standard features of this series include; 

 1/4" thick cold rolled steel construction 
Double Ball Bearing Raceway  
 3/4" Nut & Bolt Kingpin 
 Grease Fitting on Raceway 
Many are NSF listed 
Corrosion resistant  Zinc finish standard 

Options Available Include: 
 Assortment of Brake Styles 

•Top Lock (suffix -TLB) 
•Cam Style (suffix -CB) 

 Detachable 4 Position Swivel Lock (order as HC-SL) 
 Delrin Bearing (Change 9th digit from "R" to "D".  i.e.- HC420-POD-S) 

Available in 2" and 2 1/2" wide wheels, with a wide variety of wheel and bearing 
combinations which can be suited to any application.  
 
When heavier manual applications require wider or larger wheels , this is  an economical 
option. Or if a little heavier Swivel assembly is called for in a standard 2" wide wheel, the 
HC  Series may be a solution.  



Wheel Dia Tread 

Width

Wheel 

Material
Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 800 HC420-PHR-S HC420-PHR-R

Cast Iron 700 HC420-CAR-S HC420-CAR-R

Ductile 1250 HC420-DSR-S HC420-DSR-R

Poly/Iron 800 HC420-PIR-S HC420-PIR-R

Mold.Rubb 400 HC420-RSR-S HC420-RSR-R

Poly/Alum 800 HC420-PAR-S HC420-PAR-R

Polyolefin 500 HC420-POP-S HC420-POP-R

White Polyo 500 HC420-PWP-S HC420-PWP-R

Solid Ureth 750 HC420-SPR-S HC420-SPR-R

Grey TPR 300 HC420-TRR-S HC420-TRR-R

TPU Polyu 500 HC420-TUR-S HC420-TUR-R

V-Groove 600 HC420-VGR-S HC420-VGR-R

Duct.V-Grv 1250 HC420-VDR-S HC420-VDR-R

Solid Elast. 1000 HC420-SEQ-S HC420-SEQ-R

Phenolic 1000 HC520-PHR-S HC520-PHR-R

Cast Iron 1000 HC520-CAR-S HC520-CAR-R

Poly/Iron 1100 HC520-PIR-S HC520-PIR-R

Mold.Rubb 400 HC520-RSR-S HC520-RSR-R

Poly/Alum 900 HC520-PAR-S HC520-PAR-R

Polyolefin 600 HC520-POP-S HC520-POP-R

White Polyo 600 HC520-PWP-S HC520-PWP-R

Solid Ureth 900 HC520-SPR-S HC520-SPR-R

Grey TPR 350 HC520-TRR-S HC520-TRR-R

TPU Polyu 600 HC520-TUR-S HC520-TUR-R

V-Groove 900 HC520-VGR-S HC520-VGR-R

Duct.V-Grv 1250 HC520-VDR-S HC520-VDR-R

Solid Elast. 1250 Prec.Ball HC520-SEQ-S HC520-SEQ-R

  

9

Wheel Materials

6 1/22    

4 Roller 5 5/82      

5

Roller

          PHR                        CAR                       DSR                PIR                    RSR                   PAR                      POR 

          SPR                           TRR / TCR                            TPR              VGR               VDR                   PRQ                       SEQ 



Wheel Dia Tread 

Width

Wheel 

Material
Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 1200 HC620-PHR-S HC620-PHR-R

Cast Iron 1200 HC620-CAR-S HC620-CAR-R

Ductile 1250 HC620-DSR-S HC620-DSR-S

Crwnd.Duct. 1250 HC620-DCR-S HC620-DCR-S

Poly/Iron 1200 HC620-PIR-S HC620-PIR-R

Mold.Rubb 550 HC620-RSR-S HC620-RSR-R

Poly/Alum 1200 HC620-PAR-S HC620-PAR-R

Polyolefin 600 HC620-POP-S HC620-POP-R

White Polyo 600 HC620-PWP-S HC620-PWP-R

Solid Ureth 1000 HC620-SPR-S HC620-SPR-R

Grey TPR 600 HC620-TRR-S HC620-TRR-R

Rd.Trd.TPR 600 HC620-XRR-S HC620-XRR-R

TPU Polyu 720 HC620-TUR-S HC620-TUR-R

V-Groove 1000 HC620-VGR-S HC620-VGR-R

Duct.V-Grv 1250 HC620-VDR-S HC620-VDR-R

Rd.Trd.Poly 1000 HC620-RAQ-S HC620-RAQ-R

Solid Elast. 1250 HC620-SEQ-S HC620-SEQ-R

Phenolic 1400 HC625-PHR-S HC625-PHR-R

Cast Iron 1500 HC625-CAR-S HC625-CAR-R

Mold.Rubb 700 HC625-RSR-S HC625-RSR-R

Poly/Iron 1500 HC625-PIR-S HC625-PIR-R

Phenolic 1250 HC820-PHR-S HC820-PHR-R

Cast Iron 1250 HC820-CAR-S HC820-CAR-R

Ductile 1250 HC820-DSR-S HC820-DSR-S

Crwnd.Duct. 1250 HC820-DCR-S HC820-DCR-S

Mold.Rubb 1250 HC820-PIR-S HC820-PIR-R

Mold.Rubb 600 HC820-RSR-S HC820-RSR-R

Poly/Alum 1250 HC820-PAR-S HC820-PAR-R

Polyolefin 900 HC820-POP-S HC820-POP-R

White Polyo 900 HC820-PWP-S HC820-PWP-R

Solid Ureth 1000 HC820-SPR-S HC820-SPR-R

Grey TPR 700 HC820-TRR-S HC820-TRR-R

Rd.Trd.TPR 600 HC820-XRR-S HC820-XRR-R

TPU Polyu 800 HC820-TUR-S HC820-TUR-R

V-Groove 1200 HC820-VGR-S HC820-VGR-R

Rd.Trd.Poly 1000 HC820-RAQ-S HC820-RAQ-R

Solid Elast. 1250 HC820-SEQ-S HC820-SEQ-R

Phenolic 1500 HC825-PHR-S HC825-PHR-R

Cast Iron 1500 HC825-CAR-S HC825-CAR-R

Mold.Rubb 800 HC825-RSR-S HC825-RSR-R

Poly/Iron 1500 HC825-PIR-S HC825-PIR-R

Phenolic 1500 HC1025-PHR-S HC1025-PHR-R

Cast Iron 1500 HC1025-CAR-S HC1025-CAR-R

Mold.Rubb 1000 HC1025-RSR-S HC1025-RSR-R

Poly/Iron 1500 HC1025-PIR-S HC1025-PIR-R

11 1/2

Roller

7 1/26

2    

10 1/8                                        

(for 9 1/2,                     

use suffix SPH)

Prec.Ball

2    

2 1/2

Prec.Ball

Roller

2 1/210

8

Roller

Roller                 

10

2 1/2 Roller



Bolt Centers Attach.Bolt Size

2 5/8 x 3 5/8 to 3 x 3 3/8

Optional  4 1/2 x 6 1/4 (prefix KHC) 2 7/16 x 4 15/16 to 3 3/8 x 5 1/4 3/8

      Split Race Encased Roller Brg    Delrin Bearings                               Sealed Precision Ball              Flanged Sealed

      Roller Brg                                            with Top Hat Spacers             Ball Brgs
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Top Plate Options

Overall Size

 Standard           4 x 4 1/2

A heavier alternate to the very  popular MH Series, but utilizing hot forged 
construction in a Kingpinless design. Suited for abusive applications where 
shock & impact loads are present. 
Features include; 

 ASTM 1045 Forged Steel Top Plate & Swivel assembly 
1/4" Top Plate thickness 
 CNC Machined single raceway with 3/8" ball bearings 
 Grease Fitting on Raceway 
Corrosion resistant  Zinc finish standard 

Options Available Include: 
 Assortment of Brake Styles 

•Top Lock (suffix -TLB) 
 Detachable 4 Position Swivel Lock (order as KMH- SL)  
Matching Floor Locks (Kick Bar and Dual Pedal styles) 
 Delrin Bearing (Change 3rd wheel digit from R to D.   KMH420-POD-S) 

Available with a wide variety of wheel and bearing combinations which can be suited to any application.  
 Suited for power drawn equipment with proper wheel & bearing combination 
Automotive and Aerospace  
General industrial plant service of nearly any kind 
 Also available with 304 Stainless construction in abusive food processing applications 
 



Wheel Dia Tread 

Width

Wheel 

Material
Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 800 KMH420-PHR-S MH420-PHR-R

Cast Iron 700 KMH420-CAR-S MH420-CAR-R

Ductile 1250 KMH420-DSR-S MH420-DSR-R

Poly/Iron 800 KMH420-PIR-S MH420-PIR-R

Mold.Rubb 400 KMH420-RSR-S MH420-RSR-R

Poly/Alum 800 KMH420-PAR-S MH420-PAR-R

Polyolefin 500 KMH420-POP-S MH420-POP-R

White Polyo 500 KMH420-PWP-S MH420-PWP-R

Solid Ureth 750 KMH420-SPR-S MH420-SPR-R

Grey TPR 300 KMH420-TRR-S MH420-TRR-R

TPU Polyu 500 KMH420-TUR-S MH420-TUR-R

V-Groove 600 KMH420-VGR-S MH420-VGR-R

Duct.V-Grv 1250 KMH420-VDR-S MH420-VDR-R

Solid Elast. 1000 Prec.Ball KMH420-SEQ-S MH420-SEQ-R

Phenolic 1000 KMH520-PHR-S MH520-PHR-R

Cast Iron 1000 KMH520-CAR-S MH520-CAR-R

Poly/Iron 1100 KMH520-PIR-S MH520-PIR-R

Mold.Rubb 400 KMH520-RSR-S MH520-RSR-R

Poly/Alum 900 KMH520-PAR-S MH520-PAR-R

Polyolefin 600 KMH520-POP-S MH520-POP-R

White Polyo 600 KMH520-PWP-S MH520-PWP-R

Solid Ureth 900 KMH520-SPR-S MH520-SPR-R

Grey TPR 350 KMH520-TRR-S MH520-TRR-R

TPU Polyu 600 KMH520-TUR-S MH520-TUR-R

V-Groove 900 KMH520-VGR-S MH520-VGR-R

Duct.V-Grv 1250 KMH520-VDR-S MH520-VDR-R

Solid Elast. 1250 Prec.Ball KMH520-SEQ-S MH520-SEQ-R

Phenolic 1200 KMH620-PHR-S MH620-PHR-R

Cast Iron 1200 KMH620-CAR-S MH620-CAR-R

Ductile 1250 KMH620-DSR-S MH620-DSR-S

Crwnd.Duct. 1250 KMH620-DCR-S MH620-DCR-S

Poly/Iron 1200 KMH620-PIR-S MH620-PIR-R

6 Mold.Rubb 550 KMH620-RSR-S MH620-RSR-R

Poly/Alum 1200 KMH620-PAR-S MH620-PAR-R

Polyolefin 600 KMH620-POP-S MH620-POP-R

White Polyo 600 KMH620-PWP-S MH620-PWP-R

Solid Ureth 1000 KMH620-SPR-S MH620-SPR-R

Grey TPR 600 KMH620-TRR-S MH620-TRR-R

Rd.Trd.TPR 600 KMH620-XRR-S MH620-XRR-R

TPU Polyu 720 KMH620-TUR-S MH620-TUR-R

V-Groove 1000 12 KMH620-VGR-S MH620-VGR-R

2    
Roller

6 1/25

2    7 1/2
Roller                              

2      4
Roller

5 5/8



Wheel Dia Tread 

Width

Wheel 

Material
Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Duct.V-Grv 1250 Roller KMH620-VDR-S MH620-VDR-R

Rd.Trd.Poly 1500 KMH620-RAQ-S MH620-RAQ-R

Solid Elast. 1250 KMH620-SEQ-S MH620-SEQ-R

 

Phenolic 1250 KMH820-PHR-S MH820-PHR-R

Cast Iron 1250 KMH820-CAR-S MH820-CAR-R

Ductile 1250 KMH820-DSR-S MH820-DSR-S

Crwnd.Duct. 1250 KMH820-DCR-S MH820-DCR-S

Poly/Iron 1250 KMH820-PIR-S MH820-PIR-R

Mold.Rubb 600 KMH820-RSR-S MH820-RSR-R

Poly/Alum 1250 KMH820-PAR-S MH820-PAR-R

Polyolefin 900 KMH820-POP-S MH820-POP-R

White Polyo 900 KMH820-PWP-S MH820-PWP-R

Solid Ureth 1000 KMH820-SPR-S MH820-SPR-R

Grey TPR 700 KMH820-TRR-S MH820-TRR-R

Rd.Trd.TPR 600 KMH820-XRR-S MH820-XRR-R

TPU Polyu 800 KMH820-TUR-S MH820-TUR-R

V-Groove 1200 KMH820-VGR-S MH820-VGR-R

Rd.Trd.Poly 1500 KMH820-RAQ-S MH820-RAQ-R

Solid Elast. 1250 KMH820-SEQ-S MH820-SEQ-R
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8 2    

Roller

9 1/2

Prec.Ball

Prec.Ball 7 1/26 2    



Bolt Centers Attach.Bolt Size

2 7/16 x 4 15/16 to 3 3/8 x 5 1/4 1/2
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Top Plate Options

Overall Size

 4 1/2 x 6 1/4

Wheel Materials

When tough applications require tough casters, the KHD Series is suited for the 
job. Standard features include; 
 ASTMA 1045 Steel Top Plate & Swivel assembly 
5/16" Top Plate thickness  
 CNC machined single raceway with 1/2" ball bearings 
3/8" thick legs robotically welded  on both sides 
3/4"Axle diameter 

Options available; 
Face Contact Wheel Brake (suffix - FCB) 
Detachable 4-Position Swivel Lock (order as KHD-SL) 
Traditional Double Ball Bearing Swivel assembly (change KHD prefix to HD) 

 
 

                PHR                               CAR                                     PIR                                      DSR             RSR 

                        VGR                                        VDR                                                UPT                                                   SEQ 



Swivel Radius

4 1/2"

6 1/4"

7 1/2"

9"

Wheel Dia Tread 

Width

Wheel Material Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 2000 KHD630-PHR-S HD630-PHR-S

Cast Iron 2500 KHD630-CAR-S HD630-CAR-S

Poly/Iron 2000 KHD630-PIR-S HD630-PIR-S

Ductile Steel 6000 KHD630-DSR-S HD630-DSR-R

Crowned ductile 6000 KHD630-DCR-S HD630-DCR-R

Rubber/Iron 750 KHD630-RSR-S HD630-RSR-R

V-Groove 3500 KHD630-VGR-S HD630-VGR-R

Ductile V-Groove 5000 KHD630-VDR-S HD630-VDR-R

2 1/2 Solid Elastomer 2200 Prec.Ball KHD630-SEQ-S HD630-SEQ-R

3 Ultra Poly 3000 Tapered KHD630-UPT-S HD630-UPT-R

Phenolic 2500 KHD830-PHR-S HD830-PHR-R

Cast Iron 2500 KHD830-CAR-S HD830-CAR-R

Poly/Iron 2500 KHD830-PIR-S HD830-PIR-R

Ductile Steel 6000 KHD830-DSR-S HD830-DSR-R

Crowned ductile 6000 KHD830-DCR-S HD830-DCR-R

Rubber/Iron 900 KHD830-RSR-S HD830-RSR-R

V-Groove 3500 KHD830-VGR-S HD830-VGR-R

Ductile V-Groove 5000 KHD830-VDR-S HD830-VDR-R

2  1/2 Solid Elastomer 2300 Prec.Ball KHD830-SEQ-S HD830-SEQ-R

3 Ultra Poly 3500 Tapered KHD830-UPT-S HD830-UPT-R

Phenolic 2900 KHD1030-PHR-S HD1030-PHR-R

Cast Iron 2500 KHD1030-CAR-S HD1030-CAR-R

Poly/Iron 3000 KHD1030-PIR-S HD1030-PIR-R

Ductile Steel 6000 KHD1030-DSR-S HD1030-DSR-R

Crowned ductile 6000 KHD1030-DCR-S HD1030-DCR-R

Rubber/Iron 1100 KHD1030-RSR-S HD1030-RSR-R

V-Groove 3500 KHD1030-VGR-S HD1030-VGR-R

Ductile V-Groove 6000 KHD1030-VDR-S HD1030-VDR-R

Ultra Poly 4000 Tapered KHD1030-UPT-S HD1030-UPT-R

Phenolic 3500 KHD1230-PHR-S HD1230-PHR-R

Cast Iron 2500 KHD1230-CAR-S HD1230-CAR-R

Poly/Iron 3500 KHD1230-PIR-S HD1230-PIR-R

Ductile Steel 6000 KHD1230-DSR-S HD1230-DSR-R

Crowned ductile 6000 KHD1230-DCR-S HD1230-DCR-R

Rubber/Iron 1300 KHD1230-RSR-S HD1230-RSR-R

Ultra Poly 5000 Tapered KHD1230-UPT-S HD1230-UPT-R

8    10 1/8

Roller

Roller

6 7 1/2

3

3      

6" diameter

8" diameter

10" diameter

12" diameter

12 3 13 1/2

Roller

Roller

10 3 11 1/2



Bolt Centers Attach.Bolt Size

3 3/8 x 5 1/4 to 4 1/8 x 6 1/8 1/2
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Top Plate Options

Overall Size

 5 1/4 x 7 1/4

Wheel Materials

The workhorse of our Heavy Duty casters, the HX Series  is proven in the 
field  for both manual & powered applications. 
Standard features include; 
 ASTMA 1045 Steel Top Plate & Swivel assembly 
5/16" Top Plate thickness  
 CNC machined single raceway with 1/2" ball bearings 
3/8" thick legs robotically welded  on both sides 

Options available; 
Face Contact Wheel Brake (suffix - FCB) 
Detachable 4-Position Swivel Lock (order as KHX-SL) 
Traditional Double Ball Bearing Swivel assembly (change KHX prefix to HX) 

 
 

                PHR                                   CAR                                     PIR                                      DSR             RSR 

                        VGR                                        VDR                                                UPT                                                   SEQ 



Swivel Radius

4 3/4"

6 1/2"

8 1/32"

10 1/32"

Wheel Dia Tread 

Width

Wheel Material Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 2000 KHX630-PHR-S HX630-PHR-S

Cast Iron 2500 KHX630-CAR-S HX630-CAR-S

Poly/Iron 2000 KHX630-PIR-S HX630-PIR-S

Ductile Steel 6000 KHX630-DSR-S HX630-DSR-R

Crowned ductile 6000 KHX630-DCR-S HX630-DCR-R

Rubber/Iron 750 KHX630-RSR-S HX630-RSR-R

V-Groove 3500 KHX630-VGR-S HX630-VGR-R

Ductile V-Groove 5000 KHX630-VDR-S HX630-VDR-R

3 Ultra Poly 3000 Tapered KHX630-UPT-S HX630-UPT-R

Phenolic 2500 KHX830-PHR-S HX830-PHR-R

Cast Iron 2500 KHX830-CAR-S HX830-CAR-R

Poly/Iron 2500 KHX830-PIR-S HX830-PIR-R

Ductile Steel 6000 KHX830-DSR-S HX830-DSR-R

Crowned ductile 6000 KHX830-DCR-S HX830-DCR-R

Rubber/Iron 900 KHX830-RSR-S HX830-RSR-R

V-Groove 3500 KHX830-VGR-S HX830-VGR-R

Ductile V-Groove 5000 KHX830-VDR-S HX830-VDR-R

Solid Elastomer 3000 Prec.Ball KHX830-SEQ-S HX830-SEQ-R

Ultra Poly 3500 Tapered KHX830-UPT-S HX830-UPT-R

Phenolic 2900 KHX1030-PHR-S HX1030-PHR-R

Cast Iron 2500 KHX1030-CAR-S HX1030-CAR-R

Poly/Iron 3000 KHX1030-PIR-S HX1030-PIR-R

Ductile Steel 6000 KHX1030-DSR-S HX1030-DSR-R

Crowned ductile 6000 KHX1030-DCR-S HX1030-DCR-R

Rubber/Iron 1100 KHX1030-RSR-S HX1030-RSR-R

V-Groove 3500 KHX1030-VGR-S HX1030-VGR-R

Ductile V-Groove 6000 KHX1030-VDR-S HX1030-VDR-R

Ultra Poly 3500 Tapered KHX1030-UPT-S HX1030-UPT-R

Phenolic 3500 KHX1230-PHR-S HX1230-PHR-R

Cast Iron 2500 KHX1230-CAR-S HX1230-CAR-R

Poly/Iron 3500 KHX1230-PIR-S HX1230-PIR-R

Ductile Steel 6000 KHX1230-DSR-S HX1230-DSR-R

Crowned ductile 6000 KHX1230-DCR-S HX1230-DCR-R

Rubber/Iron 1300 KHX1230-RSR-S HX1230-RSR-R

Ultra Poly 5000 Tapered KHX1230-UPT-S HX1230-UPT-R

17

12 3
Roller

15 1/2

8    3      

Roller

10 1/2

10 3
Roller

12 1/2

6
Roller

8

6" diameter

8" diameter

10" diameter

12" diameter

3



Bolt Centers Attach.Bolt Size

4 1/2 x 6 to 4 1/8 x 6 1/8 1/2 to 9/16
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Top Plate Options

Overall Size

6 1/4 x 7 1/2        

Wheel Materials

With capacities to 18,000 lbs, there are few jobs too heavy for the KXT 
Series. 
Standard features include; 
 ASTMA 1045 Steel Top Plate & Swivel assembly 
1/2" Top Plate thickness  with  
 CNC machined 4 1/2" diameter raceway with 5/8" ball bearings 
3/8" thick legs robotically welded  on both sides (gusseted on Swivel) 

Options available; 
Face Contact Wheel Brake (suffix - FCB) 
Detachable 4-Position Swivel Lock (order as KXT-SL) 
Tapered wheel bearings (where not shown as standard) 

 
 

                DST                                      DCT                                  UPT                                FST        VDR 

   Legs reinforced with welded crossbar      
on Swivel Yokes 



Wheel Dia Tread 

Width

Wheel Material Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height

Phenolic 2000 KXT630-PHR-S XT630-PHR-S

Forged Steel 8000 KXT630-FSR-S XT630-FSR-S

Ductile Steel 6000 KXT630-DSR-S XT630-DSR-R

Crowned ductile 6000 KXT630-DCR-S XT630-DCR-R

Ductile V-Groove 5000 KXT630-VDR-S XT630-VDR-R

Ultra Poly 3000 Tapered KXT630-UPT-S XT630-UPT-R

Phenolic 2500 KXT830-PHR-S XT830-PHR-R

Forged Steel 8000 KXT830-FSR-S XT830-FSR-R

Ductile Steel 6000 KXT830-DSR-S XT830-DSR-R

Crowned ductile 6000 KXT830-DCR-S XT830-DCR-R

Ductile V-Groove 5000 KXT830-VDR-S XT830-VDR-R

Ultra Poly 3500 Tapered KXT830-UPT-S XT830-UPT-R

Ductile Steel 10000 KXT840-DST-S XT840-DST-S

Forged Steel 11000 KXT840-FST-S XT840-FST-S

Ultra Poly 4000 KXT840-UPT-S XT840-UPT-S

Phenolic 2900 KXT1030-PHR-S XT1030-PHR-R

Forged Steel 8000 KXT1030-FSR-S XT1030-FSR-R

Ductile Steel 7000 KXT1030-DSR-S XT1030-DSR-R

Crowned ductile 7000 KXT1030-DCR-S XT1030-DCR-R

Ductile V-Groove 6000 KXT1030-VDR-S XT1030-VDR-R

Ultra Poly 4000 Tapered KXT1030-UPT-S XT1030-UPT-R

Ductile Steel 17000 KXT1040-DSR-S XT1040-DSR-R

Forged Steel 18000 KXT1040-FSR-S XT1040-FSR-R

Ultra Poly 5500 KXT1040-UPT-S XT1040-UPT-R

Phenolic 3500 KXT1230-PHR-S XT1230-PHR-R

Forged Steel 8000 KXT1230-FSR-S XT1230-FSR-R

Ductile Steel 6000 KXT1230-DSR-S XT1230-DSR-R

Crowned ductile 6000 KXT1230-DCR-S XT1230-DCR-R

Ultra Poly 5000 Tapered KXT1230-UPT-S XT1230-UPT-R

Ductile Steel 17000 KXT1240-DSR-S XT1240-DSR-R

Forged Steel 18000 KXT1240-FSR-S XT1240-FSR-R

Ultra Poly 6500 KXT1240-UPT-S XT1240-UPT-R

Swivel Radius

4 3/4"

6 3/16"

7 11/16"

9 5/8" 19

8" diameter

10" diameter

12" diameter

4

10

4

3

3
Roller

8 1/2

12 1/2

6" diameter

Tapered

Tapered

12

Roller

15 1/2

3      
Roller

3    
Roller

8    

4 Tapered

10 1/2

6



Prefix

Attach.Bolt Size Prefix

5/16 LM

3/8 ALM

Suffix

-12

Wheel 

Dia

Tread 

Width

Wheel 

Material

Capacity Brg. 

Type

Swivel Part No. Rigid Part No. Overall 

Height

Grey TR 210 Delrin LM30-TRD-S-SS LM30-TRD-R-SS

Grey TU 250 Delrin LM30-TUD-S-SS LM30-TUD-R-SS

Polyolefin 250 Plain LM30-POP-S-SS LM30-POP-R-SS

Wht. Polyolefin 250 Plain LM30-PWP-S-SS LM30-PWP-R-SS

Solid Polyur. 300 Delrin LM30-SPP-S-SS LM30-SPP-R-SS

Grey TR 250 Delrin LM40-TRD-S-SS LM40-TRD-R-SS
Grey TU 300 Delrin LM40-TUD-S-SS LM40-TUD-R-SS

Polyolefin 300 Plain LM40-POP-S-SS LM40-POP-R-SS
Wht. Polyolefin 300 Plain LM40-PWP-S-SS LM40-PWP-R-SS
Solid Polyur. 350 Delrin LM40-SPP-S-SS LM40-SPP-R-SS

Grey TR 275 Delrin LM50-TRD-S-SS LM50-TRD-R-SS
Grey TU 300 Delrin LM50-TUD-S-SS LM50-TUD-R-SS

Polyolefin 300 Plain LM50-POP-S-SS LM50-POP-R-SS
Wht. Polyolefin 300 Plain LM50-PWP-S-SS LM50-PWP-R-SS

Solid Polyur. 350 Delrin LM50-SPP-S-SS LM50-SPP-R-SS
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Optional           3 1/8 x 4 1/8 1 3/4 x 2 15/16 to 2 3/8 x 3 3/8

Top Plate Options

Overall Size Bolt Centers

 Standard           2 3/8 x 3 5/8 1 3/4 x 2 7/8 to 3

3 1 1/4 4 3/16

See accessories page for additional stems & sockets 

Threaded Stem Options

Sizes

 Standard          1/2 - 13 x 1 1/2

WHEEL MATERIALS

4 1 1/4 5 1/8

5 1 1/4 6 3/16

Excellent in Food Processing and Institutional 
environments. Available in wheel materials conducive 
to the harshest environments. 

Characteristics; 
 304 Stainless Steel construction 
 Dust Shield and seal on raceway  
 Double ball bearing raceway with zerk fitting 

Options available include: 
 Top Lock Wheel Brake (suffix -TLB) 
 Special Stems- Expandable, Round & Square, Hollow Kingpin (inquire) 
 High Temp wheel materials 

TRD                                         TUD                               POP                                      PWP                              SPP 



MH-SL-SS

Bolt Centers Attach.Bolt Size

2 5/8 x 3 5/8 to 3 x 3 3/8

Wheel 

Dia

Tread 

Width

Wheel Material Capacity Brg. Type Swivel Part No. Rigid Part No. Overall 

Height

Polyolefin 500 Delrin MH420-POD-S-SS MH420-POD-R-SS

White Polyo 500 Plain MH420-PWP-S-SS MH420-PWP-R-SS

Solid Ureth 750 Delrin MH420-SPD-S-SS MH420-SPD-R-SS

Grey TPR 300 Delrin MH420-TRD-S-SS MH420-TRD-R-SS

TPU Polyu 500 Delrin MH420-TPD-S-SS MH420-TPD-R-SS

Polyolefin 500 Delrin MH520-POD-S-SS MH520-POD-R-SS

White Polyo 500 Plain MH520-PWP-S-SS MH520-PWP-R-SS

Solid Ureth 900 Delrin MH520-SPD-S-SS MH520-SPD-R-SS

Grey TPR 400 Delrin MH520-TRD-S-SS MH520-TRD-R-SS

TPU Polyu 600 Delrin MH520-TPD-S-SS MH520-TPD-R-SS

Polyolefin 700 Delrin MH620-POD-S-SS MH620-POD-R-SS

White Polyo 700 Plain MH620-PWP-S-SS MH620-PWP-R-SS

Solid Ureth 1000 Delrin MH620-SPD-S-SS MH620-SPD-R-SS

Grey TPR 500 Delrin MH620-TRD-S-SS MH620-TRD-R-SS

TPU Polyu 750 Delrin MH620-TPD-S-SS MH620-TPD-R-SS

Polyolefin 900 Delrin MH820-POD-S-SS MH820-POD-R-SS

White Polyo 900 Plain MH820-PWP-S-SS MH820-PWP-R-SS

Solid Ureth 1000 Delrin MH820-SPD-S-SS MH820-SPD-R-SS

Grey TPR 600 Delrin MH820-TRD-S-SS MH820-TRD-R-SS

TPU Polyu 800 Delrin MH820-TPD-S-SS MH820-TPD-R-SS
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TLB Brake

TCB Brake

9 1/2

WHEEL MATERIALS

Top Plate Options

Overall Size

4 x 4 1/2

5 5/8

6 1/2

7 1/2

5

6

8

2      

2      

2      

2      

4

When the environment merits stainless, this medium 
heavy series will withstand wash down, blood, brine and 
almost anything you can through at it. 

Characteristics; 
 304 Stainless construction 
 Double ball raceway with stainless balls bearings 
 5/8" Nut & Bolt Kingpin 
 Zerk fitting in raceway 

Options include; 
 Top Lock Brake (suffix -TLB) 
 Tech-Lock Brake (suffix -TCB) 
 Detachable 4-Position Swivel Lock (order as MH-SL-SS)  

            POD                                     PWP                                SPD                                                TRD                                          TUD 



                 Pneumatic

                            

        Flat Free Poly Foam

                        Overall Size Bolt Centers Attach.Bolt Size

2 5/8 x 3 5/8 to 3 x 3 3/8

Optional  4 1/2 x 6 1/4 (prefix HC) 2 7/16 x 4 15/16 to 3 3/8 x 5 1/4 3/8

Wheel Dia Tread 

Width

Wheel Material Capacity Brg. Type Swivel Part No. Rigid Part No. Overall Height  

(nominal)

Pneumatic 4-ply 250 Ball MH825-PNB-S MH825-PNB-R

Flat Free Poly Foam 250 Sealed Ball MH825-PFB-S MH825-PFB-R

Pneumatic 4-ply 250 Roller MH825-PNR-S MH825-PNR-R

Pneumatic 4-ply 350 Ball MH1035-PNB-S MH1035-PNB-R

Flat Free Poly Foam 280 Sealed Ball MH1035-PFB-S MH1035-PFB-R

Pneumatic 4-ply 350 Roller MH1035-PNR-S MH1035-PNR-R

Pneumatic 4-ply 450 Ball MH1235-PNB-S MH1235-PNB-R

Pneumatic 4-ply 450 Roller MH1235-PNR-S MH1235-PNR-R

Wheel Dia Tread 

Width

Wheel Material Capacity Brg. Type Bearing Size(s) Hub Length Part Number

Pneumatic 4-ply 250 Ball 1/2, 5/8, 3/4 PNB825-12

Flat Free Poly Foam 250  Sealed Ball 1/2, 5/8, 3/4 PFB825-12

Pneumatic 4-ply 250 Roller 3/4 PNR825-12

Pneumatic 4-ply 350 Ball 1/2, 5/8, 3/4 PNB1035-12

Flat Free Poly Foam 350  Sealed Ball 1/2, 5/8, 3/4 PFB1035-12

Pneumatic 4-ply 350 Roller 3/4 PNR1035-12

Pneumatic 4-ply 350 Ball 5/8, 3/4 PN1035B-10-O

Flat Free Poly Foam 280  Sealed Ball 5/8, 3/4 PFB1035-10-O

Pneumatic 4-ply 450 Ball 1/2, 5/8, 3/4 PNB1235-12

Pneumatic 4-ply 450 Roller 1/2, 5/8, 3/4 PFB1235-12
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4

8 2 1/2

12 3 1/2

2 1/4 offset

10 3 1/2

 Standard           4 x 4 1/2

Top Plate Options

3 3/16

4

12 3  1/2 

9 3/4

15 3/4

12 3/16

8 2  1/2 

10 3  1/2 

Used where maximum cushion is required 
over rough surfaces. Available in 
Pneumatic, as well as Micro-cellular 
Polyurethane Foam for flat-free 
performance. 

Options available include; 

 Top Lock Brake 8"&10" Swivel (suffix -TLB) 

 Cam Brake 12" Swivel (suffix -CB) 



Part No Sizes Part No Sizes Part No Sizes

3 1 1/4 1  3/8 300 PHR314-08 1/2 *** *** PHP314-08 1/2

1 1/2 1 5/8 600 PHR315-12 3/4 PHD315-12 3/4 PHP315-19 1 3/16

2 2  3/16 700 PHR320-12 3/4 PHD320-12 3/4 PHP320-19 1 3/16

3 1/2 1 1/4 1  9/16 350 PH354R-08 1/2 *** *** PHP354-08 1/2

1  1/4 1  3/8 400 PHR414-08 1/2 *** *** PHP414-08 1/2

1  1/2 1 5/8 600 PHR415-12 3/4 PHD415-12 3/4 PHP415-19 1 3/16

2      2  3/16 800 PHR420-12 3/4 PHD420-12 3/4 PHP420-19 1 3/16

1  1/4 1  3/8 450 PHR514-08 1/2 *** *** PHP514-08 1/2

5    1  1/2 1 5/8 600 PHR515-12 3/4 PHD515-12 3/4 PHP515-19 1 3/16

2      2  3/16 1000 PHR520-12 3/4 PHD520-12 3/4 PHP520-19 1 3/16

1 1/2 1 5/8 800 PHR615-12 3/4 PHD615-12 3/4 PHP615-19 1 3/16

2    2  3/16 1200 PHR620-12 3/4 PHD620-12 3/4 PHP620-19 1 3/16

2  3/4 1400 PHR625-12 3/4 PHD625-12 3/4 PHP625-19 1 3/16

2 3/4 1600 PHR625-16 1, 1 1/4 PHD625-16 1, 1 1/4 PHP625-31 1 15/16

3 1/4 1600 PHR625-16-L 1, 1 1/4 PHD625-16-L 1, 1 1/4 PHP625-31-L 1 15/16

3    3 1/4 2000 PHR630-16 1, 1 1/4 PHD630D-16 1, 1 1/4 PHP630-31 1 15/16

2    2  3/16 1400 PHR820-12 3/4 PHD820-12 3/4 PHP820-19 1 3/16

2  3/4 1800 PHR825-12 3/4 PHD825-12 3/4 PHP825-19 1 3/16

2 1/2 2 3/4 2000 PHR825-16 1, 1 1/4 PHD825-16 1, 1 1/4 PHP825-31 1 15/16

3 1/4 2000 PHR825-16-L 1, 1 1/4 PHD825-16-L 1, 1 1/4 PHP825-31-L 1 15/16

3 3 1/4 2500 PHR830-16 1, 1 1/4 PHD830-16 1, 1 1/4 PHP830-31 1 15/16

2 3/4 2200 PHR1025-12 3/4 PHD1025-12 3/4 PHP1025-19 1 3/16

2 3/4 2500 PHR1025-16 1, 1 1/4 PHD1025-16 1, 1 1/4 PHP1025-31 1 15/16

3    3 1/4 2900 PHR103-16 1, 1 1/4 PHD103-16 1, 1 1/4 PHP1030-31 1 15/16

2 1/2 2 3/4 3000 PHR1225-16 1, 1 1/4 PHD1225-16 1, 1 1/4 PHP1225-31 1 15/16

3    3 1/4 3500 PHR1230-16 1, 1 1/4 PHD1230-16 1, 1 1/4 PHP1230-31 1 15/16

10
2 1/2

Delrin Brg Plain BoreDiam. Tread 

Width

Hub 

Length

Capacity Roller Brg

3 1/4

4    

6    

8

12

2 1/2

Phenolic  wheels have been an economical option for high 
capacity requirements for many years. Resin molded with 
macerated canvas gives excellent impact resistance. On smooth 
concrete, both ease of movement coupled with floor protection 
makes Phenolic a good option to steel wheels. 

Characteristics; 
 Temperature range is  -50 to 250 F (optional Hi-Temp wheel good to 525 F) 
 Excellent rollability on smooth floors 
 Not well suited to wet environments or abrasive surfaces 
High shock & impact resistance 
 Economical 
 Resistant to oils, greases and solvents 

Part no.s shown with most common bore size in sixteenths ( -16 = 1") 

Add 3/16" to hub lengths for 3/4" roller & delrin bearings                 23 



Part No Sizes Part No Sizes Part No Sizes

3 1 1/4 1  9/16 300 CAR314-08 1/2 *** *** CAP314-08 1/2

1 1/2 1 5/8 400 CAR315-12 3/4 CAD315-12 3/4 CAP315-19 1 3/16

2 2  3/16 700 CAR320-12 3/4 CAD320-12 3/4 CAP320-19 1 3/16

1  1/4 1  9/16 300 CAR414-08 1/2 *** *** CAP414-08 1/2

1  1/2 1 5/8 600 CAR415-12 3/4 CAD415-12 3/4 CAP415-19 1 3/16

2      2  3/16 700 CAR420-12 3/4 CAD420-12 3/4 CAP420-19 1 3/16

1  1/4 1  9/16 350 CAR514-08 1/2 *** *** CAP514-08 1/2

5    1  1/2 1 5/8 600 CAR515-12 3/4 CAD515-12 3/4 CAP515-19 1 3/16

2      2  3/16 1000 CAR520-12 3/4 CAD520-12 3/4 CAP520-19 1 3/16

1 1/2 1 5/8 700 CAR615-12 3/4 CAD615-12 3/4 CAP615-19 1 3/16

2    2  3/16 1200 CAR620-12 3/4 CAD620-12 3/4 CAP620-19 1 3/16

2  3/4 1600 CAR625-12 3/4 CAD625-12 3/4 CAP625-19 1 3/16

2 3/4 1800 CAR625-16 1, 1 1/4 CAD625-16 1, 1 1/4 CAP625-31 1 15/16

3 1/4 1800 CAR625-16-L 1, 1 1/4 CAD625-16-L 1, 1 1/4 CAP625-31-L 1 15/16

3    3 1/4 2500 CAR630-16 1, 1 1/4 CAD630D-16 1, 1 1/4 CAP630-31 1 15/16

2    2  3/16 1400 CAR820-12 3/4 CAD820-12 3/4 CAP820-19 1 3/16

2  3/4 1600 CAR825-12 3/4 CAD825-12 3/4 CAP825-19 1 3/16

2 3/4 1800 CAR825-16 1, 1 1/4 CAD825-16 1, 1 1/4 CAP825-31 1 15/16

3 1/4 180 CAR825-16-L 1, 1 1/4 CAD825-16-L 1, 1 1/4 CAP825-31-L 1 15/16

3 3 1/4 2500 CAR830-16 1, 1 1/4 CAD830-16 1, 1 1/4 CAP830-31 1 15/16

2 3/4 1700 CAR1025-12 3/4 CAD1025-12 3/4 CAP1025-19 1 3/16

2 3/4 2000 CAR1025-16 1, 1 1/4 CAD1025-16 1, 1 1/4 CAP1025-31 1 15/16

3    3 1/4 2500 CAR103-16 1, 1 1/4 CAD103-16 1, 1 1/4 CAP1030-31 1 15/16

2 1/2 2 3/4 2000 CAR1225-16 1, 1 1/4 CAD1225-16 1, 1 1/4 CAP1225-31 1 15/16

3    3 1/4 2500 CAR1230-16 1, 1 1/4 CAD1230-16 1, 1 1/4 CAP1230-31 1 15/16
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3 1/4
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Hub 
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6    
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10
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12

Plain Bore

Cast Iron wheels (sometimes known as Semi-Steel), are a 
relatively inexpensive option for high capacity applications 
where floor protection is not a primary consideration. Solid 
webb on 2" or narrower, and spoked on 2 1/2" or wider.  

 

Characteristics; 
 High capacity with economical price 
 Temperature range is -45 to 600 F  
 Machined face 
 Zerk fittings on most sizes 
 Hardness: Brinell 145 (Tensile strength: 30,000 PSI) 
 Good rollability on smooth surfaces 

Part no.s shown with most common bore size in sixteenths ( -16 = 1") 

Add 3/16" to hub lengths for 3/4" roller & delrin bearings Add 3/16" to hub lengths for 3/4" roller & delrin bearings 



Part No Sizes Part No Sizes Part No Sizes

1 1/2 1 5/8 500 PIR315-12 3/4 PID315-12 3/4 PIP315-19 1 3/16

2 2  3/16 600 PIR320-12 3/4 PID320-12 3/4 PIP320-19 1 3/16

1  1/2 1 5/8 600 PIR415-12 3/4 PID415-12 3/4 PIP415-19 1 3/16

2      2  3/16 800 PIR420-12 3/4 PID420-12 3/4 PIP420-19 1 3/16

1  1/2 1 5/8 800 PIR515-12 3/4 PID515-12 3/4 PIP515-19 1 3/16

2      2  3/16 1100 PIR520-12 3/4 PID520-12 3/4 PIP520-19 1 3/16

1 1/2 1 5/8 800 PIR615-12 3/4 PID615-12 3/4 PIP615-19 1 3/16

2    2  3/16 1200 PIR620-12 3/4 PID620-12 3/4 PIP620-19 1 3/16

2  3/4 1500 PIR625-12 3/4 PID625-12 3/4 PIP625-19 1 3/16

2 3/4 1600 PIR625-16 1, 1 1/4 PID625-16 1, 1 1/4 PIP625-31 1 15/16

3 1/4 1600 PIR625-16-L 1, 1 1/4 PID625-16-L 1, 1 1/4 PIP625-31-L 1 15/16

3    3 1/4 2000 PIR630-16 1, 1 1/4 PID630D-16 1, 1 1/4 PIP630-31 1 15/16

2    2  3/16 1400 PIR820-12 3/4 PID820-12 3/4 PIP820-19 1 3/16

2  3/4 1600 PIR825-12 3/4 PID825-12 3/4 PIP825-19 1 3/16

2 3/4 2000 PIR825-16 1, 1 1/4 PID825-16 1, 1 1/4 PIP825-31 1 15/16

3 1/4 2000 PIR825-16-L 1, 1 1/4 PID825-16-L 1, 1 1/4 PIP825-31-L 1 15/16

3 3 1/4 2500 PIR830-16 1, 1 1/4 PID830-16 1, 1 1/4 PIP830-31 1 15/16

2 3/4 2200 PIR1025-12 3/4 PID1025-12 3/4 PIP1025-19 1 3/16

2 3/4 2500 PIR1025-16 1, 1 1/4 PID1025-16 1, 1 1/4 PIP1025-31 1 15/16

3    3 1/4 2900 PIR103-16 1, 1 1/4 PID103-16 1, 1 1/4 PIP1030-31 1 15/16

2 1/2 2 3/4 3000 PIR1225-16 1, 1 1/4 PID1225-16 1, 1 1/4 PIP1225-31 1 15/16

3    3 1/4 3500 PIR1230-16 1, 1 1/4 PID1230-16 1, 1 1/4 PIP1230-31 1 15/16
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5    

 Polyurethane is a premium tread material. Offered in many 
variations, it is abrasion resistance that makes it suited for 
extended service life on rough surfaces. Highest capacities for a 
tread type, floor protective wheel. 

 

Characteristics; 
 Temperature range is -40 to 180 F. 
 Non-Marking  
 Durometer: 95 Shore A (+/- 5) 
 Color: Green tread on Black painted core (2 1/2" 
wide with 3/4" brg. or 1 3/16" plain bore have Red 
tread) 
 Zerk fitting on most sizes 

Part no.s shown with most common bore size in sixteenths ( -16 = 1") 

Add 3/16" to hub lengths for 3/4" roller & delrin bearings 

Options: 
Special bore sizes 
Keyways 
Set screws 
Special Durometers 



Part No Sizes Part No Sizes Part No Sizes

1  1/2 1 5/8 350 RSR415-12 3/4 *** *** RSP415-19 1 3/16

2      2  3/16 400 RSR420-12 3/4 *** *** RSP420-19 1 3/16

1  1/2 1 5/8 350 RSR515-12 3/4 *** *** RSP515-19 1 3/16

2      2  3/16 400 RSR520-12 3/4 *** *** RSP520-19 1 3/16

1 1/2 1 5/8 450 RSR615-12 3/4 *** *** RSP615-19 1 3/16

2    2  3/16 550 RSR620-12 3/4 *** *** RSP620-19 1 3/16

2  3/4 600 RSR625-12 3/4 *** *** RSP625-19 1 3/16

2 3/4 700 RSR625-16 1, 1 1/4 *** *** RSP625-31 1 15/16

3 1/4 700 RSR625-16-L 1, 1 1/4 *** *** RSP625-31-L 1 15/16

3    3 1/4 750 RSR630-16 1, 1 1/4 RST630-12 3/4 RSP630-31 1 15/16

2    2  3/16 600 RSR820-12 3/4 *** *** RSP820-19 1 3/16

2  3/4 800 RSR825-12 3/4 *** *** RSP825-19 1 3/16

2 3/4 850 RSR825-16 1, 1 1/4 *** *** RSP825-31 1 15/16

3 1/4 850 RSR825-16-L 1, 1 1/4 *** *** RSP825-31-L 1 15/16

3 3 1/4 900 RSR830-16 1, 1 1/4 RST830-12 3/4 RSP830-31 1 15/16

2 3/4 1000 RSR1025-12 3/4 *** *** RSP1025-19 1 3/16

2 3/4 1000 RSR1025-16 1, 1 1/4 *** *** RSP1025-31 1 15/16

3    3 1/4 1100 RSR103-16 1, 1 1/4 RST103-12 3/4 RSP1030-31 1 15/16

2 1/2 2 3/4 1200 RSR1225-16 1, 1 1/4 *** *** RSP1225-31 1 15/16

3    3 1/4 1300 RSR1230-16 1, 1 1/4 RST1230-12 3/4 RSP1230-31 1 15/16

3/4
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 Rubber vulcanized to a cast iron core was the first resilient 
wheel materials available. Still used in general warehouse 
applications today it offers quiet, floor protective service at an 
economical price.  

 

Characteristics; 
 Temperature range is -40 to 180 F. 
 Black Natural rubber tread is Marking  
 Durometer: 75 Shore A (+/- 5) 
 Color: Black tread on Black painted core 
 Zerk fitting on most sizes 

Part no.s shown with most common bore size in sixteenths ( -16 = 1") 

Add 3/16" to hub lengths for 3/4" roller & delrin bearings. Add 1/4" to  hub length for Tapered bearings. 

Options: 
Special bore sizes 
Keyways 
Set screws  
 Special & Larger sizes (inquire) 



Part No Sizes Part No Sizes Part No Sizes

6    3    3 1/4 2000 UPR630-16 1, 1 1/4 UPT630-16 3/4, 1 UPQ630-12 3/4

3    3 1/4 3500 UPR830-16 1, 1 1/4 UPT830-16 3/4, 1 UPQ830-12 3/4

4 4 1/2 4000 UPR840-20 1 1/4, 1 1/2 UPT840-16 1, 1 1/4 UPQ840-16 1

3    2 3/4 2200 UPR1030-16 1, 1 1/4 UPT1030-12 3/4, 1 UPQ1030-12 3/4

4    2 3/4 2500 UPR1040-20 1 1/4, 1 1/2 UPT1040-16 1, 1 1/4 UPQ1040-16 1

3    2 3/4 3000 UPR1230-16 1, 1 1/4 UPT1230-12 3/4, 1 UPQ1230-12 3/4

4    3 1/4 3500 UPR1240-20 1 1/4, 1 1/2 UPT1240-16 1, 1 1/4 UPQ1240-16 1      

Part No Sizes Part No Sizes Part No Sizes

6    3    3 1/4 8000 FSR630-16 1, 1 1/4 FST630-12 3/4, 1 FSP630-39 2 7/16

3    3 1/4 8000 FSR830-16 1, 1 1/4 FST830-12 3/4, 1 FSP830-39 2 7/16

4 4 1/4 11000 FSR840-20 1 1/4, 1 1/2 FST840-20 1, 1 1/4 FSP840-39 2 7/16

3    2 3/4 8000 *** *** FST1030-12 3/4 *** ***

4    4 1/4 20000 *** *** FST1040-20 1, 1 1/4 *** ***

3    2 3/4 11000 FSR1230-16 1, 1 1/4 FST123-20 1, 1 1/4 FSP1230-39 2 7/16

4    4 1/4 20000 *** *** FST1240-20 1, 1 1/4 *** ***

Hub 

Length

Capacity Roller Brg Tapered Brg Sealed Ball Brg

8

10

12

Diam. Tread 

Width

Diam. Tread 

Width

Hub 

Length

Tapered Brg Plain BoreCapacity Roller Brg

8

10

12

Heavy solid core with 3/4" thick Urethane Elastomer tread, 
this is for the more extreme applications. Suited for being 
power drawn at slow speeds, with the availability of tapered 
roller bearings.  

 

Characteristics; 
 Temperature range is -40 to 180 F. 
 Non-Marking  
 Durometer: 50 Shore D (+/- 5) 
 Color: Green tread on Black painted core 
 Zerk fitting on all sizes 

Part no.s shown with most common bore size in sixteenths ( -16 = 1") 

Add 1/4" to hub length on Tapered & Sealed Ball wheels to account for spacers used. 

Options: 
Special bore sizes 
Keyways 
Set screws 
 Special Durometers 

ASTM 1045 high carbon steel, drop forged to 
enhance ductibility & tensile strength. Tread is 
precisely machined, with edges rounded off. 

Characteristics; 
 Temperature range up to 1300 F. 
Hardness: Rockwell 80B 
 Tensile strength of 60,000 PSI 
 Zerk fitting on all sizes 

Part no.s shown with most common bore size in sixteenths ( -16 = 1") 

Add 1/4" to hub length on Tapered & Sealed Ball wheels to account for spacers used.              27 



Part No Sizes Part No Sizes Part No Sizes

4    2      2  3/16 800 DSR420-12 3/4 DSQ420-08 1/2 DSP420-19 1 3/16

5    2      2  3/16 1000 DSR520-12 3/4 DSQ520-08 1/2 DSP520-19 1 3/16

2    2  3/16 1200 DSR620-12 3/4 DSQ620-08 1/2 DSP620-19 1 3/16

2 3/4 1600 DSR625-16 1, 1 1/4 *** *** DSP625-31 1 15/16

3 1/4 1600 DSR625-16-L 1, 1 1/4 *** *** DSP625-31-L 1 15/16

3    3 1/4 2000 DSR630-16 1, 1 1/4 DSQ630-12 3/4 DSP630-31 1 15/16

2    2  3/16 1400 DSR820-12 3/4 DSQ820-08 1/2 DSP820-19 1 3/16

2  3/4 1800 DSR825-12 3/4 *** *** DSP825-19 1 3/16

2 3/4 2000 DSR825-16 1, 1 1/4 *** *** DSP825-31 1 15/16

2000 DSR825-16-L 1, 1 1/4 *** *** DSP825-31-L 1 15/16

3    2500 DSR830-16 1, 1 1/4 DSQ830-12 3/4 DSP830-31 1 15/16

4 4 1/4 2500 *** *** DST840-20 1 1/4 DSP840-39 2 7/16

2 3/4 2200 DSR1025-12 3/4 *** *** DSP1025-19 1 3/16

2 3/4 2500 DSR1025-16 1, 1 1/4 *** *** DSP1025-31 1 15/16

3    3 1/4 2900 DSR103-16 1, 1 1/4 *** *** DSP1030-31 1 15/16

12 3    3 1/4 3500 DSR1230-16 1, 1 1/4 *** *** DSP1230-31 1 15/16
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 Ductile Steel wheels offer much greater capacities than 
Cast Iron. Also much more shock & impact resistance. 
Heavy castings with oversized cores and thick tread 
sections make these nearly indestructible, at much less 

Characteristics; 
 Temperature range is -40 to 800 F (with proper 
lubrication) 
 Painted Red enamel 
 Tensile Strength: 45,000 PSI 
 Zerk fitting 

 -Part no.s shown with most common bore size in sixteenths ( -16 = 1"). 
- Change prefix from DS to DC for Crowned Face wheel 

Add 3/16" to hub lengths for 3/4" roller bearing  wheels, add 1/4" for tapered bearing wheels. 

Options: 
Special bore sizes 
Keyways 
Set screws 
 Crowned Face for easier swiveling (prefix DC) 



Part No Sizes Part No Sizes Part No Sizes
2    1      1      90 *** *** *** *** SRP210-04 1/4

2 1/2 1  1/4 1  9/16 125 *** *** *** *** SRP251-06 3/8

 13/16 1  1/4 100 *** *** *** *** SRP310-04 1/4

1  1/4 1  9/16 175 *** *** *** *** SRP314-06 3/8

3 1/2 1  1/4 1  9/16 200 *** *** *** *** SRP354-06 3/8

 15/16 1  1/4 125 *** *** *** *** SRP410-05 5/16

1  1/4 1  9/16 220 *** *** *** *** SRP414-06 3/8

1  1/2 1 15/16 240 *** *** *** *** SRP415-06 3/8

 15/16 1  1/4 125 *** *** *** *** SRP510-05 5/16

1  1/4 1  9/16 250 *** *** *** *** SRP514-06 3/8

Part No Sizes Part No Sizes Part No Sizes
2    1      1      125 *** *** *** *** HRP210-04 1/4

2 1/2 1  1/4 1  9/16 275 *** *** *** *** HRP251-06 3/8

 13/16 1  1/4 125 *** *** *** *** HRP310-04 1/4

1  1/4 1  9/16 275 *** *** *** *** HRP314-06 3/8

3 1/2 1  1/4 1  9/16 210 *** *** *** *** HRP354-06 3/8

 15/16 1  1/4 140 *** *** *** *** HRP410-05 5/16

1  1/4 1  9/16 300 *** *** *** *** HRP414-06 3/8

1  1/2 1 15/16 400 *** *** *** *** HRP415-06 3/8

 15/16 1  1/4 145 *** *** *** *** HRP510-05 5/16

1  1/4 1  9/16 350 *** 29 *** *** HRP514-06 3/8

3    

4

4

5

Diam. Tread 

Width

5

Diam. Tread 

Width

Hub 

Length

Capacity

3    

Hub 
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Capacity

Self Lube Bore

Self Lube Bore

 Common for lighter duty casters. Soft Rubber tread 
molded to Hard Rubber core. Quiet movement with a 
cushioned tread suited for general applications of all 

Characteristics; 
 Temperature range  -40 F to 180 F 
Color: Black (may leave marks) 
 Self lube Nylon bushing  

 Common for lighter duty casters, Hard Rubber 
wheels are economical & offer good capacities. 
Good rollability on smooth floors. 

 

Characteristics; 
 Temperature range  -40 F to 160 F 
Color: Black (may leave marks) 
 Self lube Nylon bushing  



Part no.s shown with most common bore size in sixteenths ( -06 = 3/8") 

Part No Sizes Part No Sizes Part No Sizes

2 1/2 1  1/4 1  9/16 275 TRB251-06 3/8 TRD251-06 3/8 TRP251-08 1/2

 13/16 1  1/4 125 *** *** *** *** TRP310P-04 1/4

1  1/4 1  9/16 275 TRB314-06 3/8 TRD314-06 3/8 TRP314P-08 1/2

3 1/2 1  1/4 1  9/16 210 TRB354-06 3/8 TRD354-06 3/8 TRP354-08 1/2

 15/16 1  1/4 140 *** *** *** *** TRP410-05 5/16

1  1/4 1  9/16 300 TRB414-06 3/8 TRD414-06 3/8 TRP414-08 3/8

1  1/2 1 15/16 400 TRR415-12 3/4 TRD415-08 1/2 TRP415-19 1 3/16

2      2  3/16 300 TRR420-12 3/4 TRD420-12 3/4 TRP420-19 1 3/16

 15/16 1  1/4 145 *** *** *** *** TRP510-05 5/16

1  1/4 1  9/16 350 TRB514-06 3/8 TRD514-06 3/8 TRP514-08 1/2

1  1/2 1 5/8 350 TRR515-12 3/4 TRD515-12 3/4 TRP515-19 1 3/16

2      2  3/16 400 TRR520-12 3/4 TRD520-12 3/4 TRP520-19 1 3/16

1 1/2 1 5/8 450 TRR615-12 3/4 TRD615-12 3/4 TRP615-19 1 3/16

2    2  3/16 550 TRR620-12 3/4 TRD620-12 3/4 TRP620-19 1 3/16

8 2    2  3/16 600 TRR820-12 3/4 TRD820-12 3/4 TRR820-19 1 3/16
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Thermoplastic Rubber permanently molded to a 
Polyolefin core. Used in institutional 
applications such as schools and hospitals, 
where quiet non-marking operation is a must.  

 Characteristics; 
 Temperature range -40 F to 180 F 
Color: Gray Tread on Gray core 
Resists mild solvents, water 
Durometer: 75 Shore A (+/- 5) 
Full Face Thread Guards on 1 1/4" 
wide Ball Bearing wheels 

Options available: 
  Round profile treads (prefix XR)    
on 2" tread width wheels 



Part no.s shown with most common bore size in sixteenths ( -06 = 3/8") 

Part No Sizes Part No Sizes Part No Sizes

2 1/2 1  1/4 1  9/16 200 *** *** *** *** POP251-06 3/8

1      1  1/8 175 *** *** *** *** POP310P-05 5/16

250 *** *** *** *** POP314P-08 1/2

250 *** *** *** *** PWP314P-08 1/2

300 *** *** *** *** POP354-08 1/2

300 *** *** *** *** PWP354-08 1/2

1      1  1/8 220 *** *** *** *** POP410-05 5/16

300 *** *** *** *** POP414-06 3/8, 1/2

300 *** *** *** *** PWP414-08 1/2

400 *** *** *** *** PWP415-12 1/2, 5/8, 3/4

400 POR415-12 3/4 POD415-12 3/4 POP415-19 1 3/16

500 POR420-12 3/4 POD420-12 3/4 POP420-19 1 3/16

500 *** *** *** *** PWP420-12 3/4

1      1  1/8 230 *** *** *** *** POP510-05 5/16

375 *** *** *** *** POP514-06 3/8, 1/2

375 *** *** *** *** PWP514-08 1/2

450 *** *** *** *** POP515-19 1 3/16

450 *** *** *** *** PWP515-12 1/2, 5/8, 3/4

650 POP520R-12 3/4 POD520-12 3/4 POP520-19 1 3/16

650 *** *** *** *** PWP520-12 3/4

400 POR615-12 3/4 POD615-12 3/4 POP615-19 1 3/16

400 *** *** *** *** PWP615-12 1/2, 5/8, 3/4

700 POR620-12 3/4 POD620-12 3/4 POP620-19 1 3/16

700 POR620-12 3/4 POD620-12 3/4 POP620-19 1 3/16

900 POR820-12 3/4 POD820-12 3/4 POR820-19 1 3/16

900 *** *** *** *** PWP820-12 3/4
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8 2    2  3/16

1 1/2 1 5/8

2    2  3/16

2      2  3/16

4

5    

6    

1  1/4 1  9/16

1  1/2 1  5/8 

2  3/162      

1  1/4 

1  1/4 1  9/16

1  9/163 1/2

1  1/4 

1  1/2 

1  9/16

1  5/8 

Diam. Tread 

Width

Hub 

Length

Capacity  Roller Brg  Delrin Bearing Plain Bore

3    

 Solid Injection molded Polyolefin construction makes 
this a very economical wheel. It will not absorb water, 
is available in White, and therefore often used in Food 
Processing applications as well a general industrial. 

Characteristics; 
 Temperature range -40 F to 180 F 
 Resists mild solutions of chemicals & acids 
 Lightweight 
 Durometer: 70 Shore D (+/- 5) 



Part no.s shown with most common bore size in sixteenths ( -06 = 3/8") 

Part No Sizes Part No Sizes Part No Sizes

2 1/2 1  1/4 1  9/16 275 TUB251-06 3/8 TUD251-06 3/8 TUP251-08 1/2

 13/16 1  1/4 125 *** *** *** *** TUP310P-04 1/4

1  1/4 1  9/16 275 TUB314-06 3/8 TUD314-06 3/8 TUP314P-08 1/2

3 1/2 1  1/4 1  9/16 210 TUB354-06 3/8 TUD354-06 3/8 TUP354-08 1/2

 15/16 1  1/4 140 *** *** *** *** TUP410-05 5/16

1  1/4 1  9/16 300 TUB414-06 3/8 TUD414-06 3/8 TUP414-08 3/8

2      2  3/16 500 TUR420-12 3/4 TUD420-12 3/4 TUP420-19 1 3/16

 15/16 1  1/4 145 *** *** *** *** TUP510-05 5/16

1  1/4 1  9/16 350 TUB514-06 3/8 TUD514-06 3/8 TUP514-08 1/2

1  1/2 1 5/8 450 TUR515-12 3/4 TUD515-12 3/4 TUP515-19 1 3/16

2      2  3/16 600 TUR520-12 3/4 TUD520-12 3/4 TUP520-19 1 3/16

1 1/2 1 5/8 600 TUR615-12 3/4 TUD615-12 3/4 TUP615-19 1 3/16

2    2  3/16 720 TUR620-12 3/4 TUD620-12 3/4 TUP620-19 1 3/16

8 2    2  3/16 800 TUR820-12 3/4 TUD820-12 3/4 TUR820-19 1 3/16

Part No Sizes Part No Sizes Part No Sizes

4    2      2  1/2 1000 SEQ420-08 1/2 SEQ420-08SS 1/2 SED420-12 3/4

5    2    2 1/2 1400 SEQ520-08 1/2 SEQ520-08SS 1/2 SED520-12 3/4

6    2    2  1/2 1700 SEQ620-08 1/2 SEQ620-08SS 1/2 SED620-12 3/4

8 2    2  1/2 2000 SEQ820-08 1/2 SEQ820-08SS 1/2 SED820-12 3/4

Delrin Bearing Plain Bore

3    

4

5    

6    

Diam. Tread 

Width

Hub 

Length

Capacity Ball brg (TRB), Roller Brg (TRR)

Diam. Tread 

Width

Hub 

Length

Capacity Prec.Ball Brg. Prec.Stainless Ball Brg. Delrin Brg.

Colors: 1 1/4" wide ball bearing wheels = Black on Gray, 1 1/4" wide plain bore = Gray on Gray,  All 2" wide = Maroon on Gray 

 Polyurethane permanently molded to a 
Polyolefin core. Excellent wear and non-
marking for institutional, food and industrial 
applications of all types. 

 

Characteristics; 
 Temperature range -40 F to 180 F 
Resists mild solvents, water 
Durometer: 55 Shore D (+/- 5) 
Full Face Thread Guards on 1 1/4" 
wide Ball Bearing wheels 

Options available: 
  Other colors (inquire) 

Straight sided Solid cast Polyurethane 
Elastomer with glass filled Nylon core make 
this nearly indestructible. Suitable for     

Characteristics; 
 Temperature range -50 to 180 F 
 Gray with black core, 68 Shore D 
 Extreme impact, abrasion & compression 
resistant. 
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Part no.s shown with most common bore size in sixteenths ( -08 = 1/2")

Part No *Sizes Part No Sizes Part No Sizes

4 2      2  1/2 400 PRQ420-08 1/2 *** *** *** ***

5    2      2  1/2 400 PRQ520-08 1/2 *** *** *** ***

6    2    2  1/2 900 PRQ620-08 1/2 *** *** *** ***

8 2    2  1/2 1000 PRQ820-08 1/2 *** *** *** ***

Part no.s shown with most common bore size in sixteenths ( -08 = 1/2") 

Part No Sizes Part No Sizes Part No Sizes
3    1  1/4 1  9/16 300 *** *** *** *** SPP314P-08 1/2

1  1/4 1  9/16 400 *** *** *** *** SPP414-08  1/2

2      2  3/16 700 SPR420-12 3/4 SPD420-12 3/4 SPP420-19 1 3/16

1  1/4 1  9/16 700 *** *** *** *** SPP514-08 1/2

2      2  3/16 1200 SPR520-12 3/4 SPD520-12 3/4 SPP520-19 1 3/16

6    2    2  3/16 1200 SPR620-12 3/4 SPD620-12 3/4 SPP620-19 1 3/16

8    2    2  3/16 1400 SPR820-12 3/4 SPD820-12 3/4 SPR820-19 1 3/16

Diam. Tread 

Width

Hub 

Length

Capacity Precision Ball Brg Delrin Bearing Plain Bore

Capacity  Roller Brg  Delrin Bearing Plain Bore

4

5    

Diam. Tread 

Width

Hub 

Length

High crowned profile tread coupled with 
precision ball bearings make this operator 
preferred for ease of swiveling and movement. 
Aluminum core forms mechanical bond for 
tread. 

Characteristics; 
 Temperature range -40 F to 180 F 
Good where floor debris exists 
Durometer: 85 Shore A (+/- 5) 
 Cushioned & quiet in towline applications 
 Wheels include 1/2" I.D. Top Hat Spacers 

 
One of the toughest wheels available. 
Extremely well suited for food processing 
environments. Resists water, chemicals, 
caustics. Can be steam cleaned. 

Characteristics; 
Temperature range -50 F to 180 F 
Crowned face, good where floor debris exists 
Durometer: 60 Shore D (+/- 5) 
Resists "flat spotting" & high impact/shock  
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Part no.s shown with most common bore size in sixteenths ( -12 = 3/4") 

Part No Sizes Part No Sizes Part No Sizes

1  1/2 1  5/8 600 VGR415-12 3/4 *** *** VGP415-19 1 3/16

800 VGR420-12 3/4 VGQ420-08 1/2 VGP420-16 1 3/16

1500 VDR420-12 3/4 VDQ420-08 1/2 VDP420-19 1 3/16

5    2      2  3/16 1000 VGR520-12 3/4 VGQ520-08 1/2 VGP520-19 1 3/16

1200 VGR620-12 3/4 VGQ620-08 1/2 VGP620-19 1 3/16

1500 VDR620-12 3/4 VDQ620-08 1/2 VDP620-19 1 3/16

1600 VGR625-16 1, 1 1/4 *** *** VGP625-31 1 15/16

3500 VD625R-16 1, 1 1/4 *** *** VD625-31 1 15/16

1600 VGR625L-16 1, 1 1/4 *** *** VGP625L-31 1 15/16

2000 VGR630-16 1, 1 1/4 VGQ630-12 3/4 VGP630-31 1 15/16

3 1/4 5000 VDR630-16 1, 1 1/4 VDQ630-12 3/4 VDP630-31 1 15/16

2    2  3/16 1400 VGR820-12 3/4 VGQ820-08 1/2 VGP820-19 1 3/16

1800 VGR825-12 3/4 *** *** VGP825-19 1 3/16

2500 VGR825-16 1, 1 1/4 *** *** VGP825-31 1 15/16

3500 VDR825-16 1, 1 1/4 *** *** VDP825-31 1 15/16

2500 VGR825L-16 1, 1 1/4 *** *** VGP825L-31 1 15/16

3500 VDR825L-16 1, 1 1,4 *** *** VDP825L-31 1 15/16

3500 VGR830-16 1, 1 1/4 VGQ830-12 3/4 VGP830-31 1 15/16

5000 VDR830-16 1, 1 1/4 VDQ830-12 3/4 VDP830-31 1 15/16

2900 VGR103-16 1, 1 1/4 *** *** VGP1030-31 1 15/16

7000 VDR103-16 1, 1 1/4 VDQ103-12 3/4 VDP103-31 1 15/16
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3    3 1/4

3    

6    
2 1/2

Capacity

2    

2 1/2
2  3/4 

3 1/4

2 3/4

2  3/16

3    
3 1/4

4    
2      2  3/16

Roller Brg Sealed Ball (Q) / Tapered (T)Brg Plain Bore

8

10

Diam. Tread 

Width

Hub 

Length

Simple yet effective way to guide travel using 
inverted angle iron as track. Available in Cast Iron 
and Ductile Steel. 

Characteristics; 
 Temperature range -45 to 600 F (with proper lubrication) 
 Cast Iron painted Black, Ductile is Red. 
 Groove width = 7/8" (up to 3" tread width) & 1 3/8"  
 Special Non-Metallic wheels in Polyurethane & Glass Filled 
Nylon available. 
 Precisely machined 90 degree V-Groove with relief groove 
for load equalization. 



Part No. Part No.

*AZ3 RB11

AZ2 RB10

AZ1 RB2

AZ1-SS *RB1

AZ8 TB1

AZ4 RB3

AZ5 RB4

RB5

RB6

Part No. RB7

Q34 RB8

BB08

BB10

BB12 Part No.

DB12

DB10

Part No. DB1

SB3

SB2 Part No.

SB1 DB08

SB1-SS DB32

SB6 DB11

SB10 DB10

SB4 DB2

SB5 DB35

SB20

Ext.Height Ret.Height Part No.

Part No. Kick Bar style 5 3/4" 5 1/16" FL420

SD3 6 5/8" 5 5/8" FL520

SD2 7 5/8" 6 5/8" FL620

SD1 9 5/8" 8 5/8" FL820

Double Pedal style 5 7/8" 4 5/8" FL420D

6 3/4" 5 1/2" FL520D

7 3/4" 6 1/2" FL620D

9 3/4" 8 1/2" FL820D
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Size

 Delrin Spanner Bushings 

3/8 x 1/2 x 1 5/8

1/2 x 3/4 x 2 7/16

Roller BearingsLube Axles

Flanged Delrin Brgs

1/2 x 3 3/8 

1/2 x 4 

3/4 x 4 1/4 

3/4 x 4 3/4 

Size

3/8 X 2 1/4 

1/2 x 2 13/16 

1 x 1 15/16 x 2 1/2

1 x 1 15/16 x 3

1 1/4 X 1 15/16 X 2 1/2

Size

5/8 x 1 3/16 x 1 3/8 

3/4 x 1 3/16 x 1 7/8 

3/4 X 1 3/16 X 1 7/8 encased

Size

1/2 x 3/4 x  1 7/8

3/8 x 1/2 x 1 5/8

Size

1/2 x 1 3/16

Size

1/2 x 1 3/16 extended race

1/2 X 1 3/8 

5/8 X 1 3/8

3/4 X 1 3/8

1 1/4 x 1 15/16 X 3

1 1/4 X 2 7/16 X 3

Ball Bearings

 Steel Spanner Bushings 5/8 x 1 3/16

3/4 x 1 3/16 x 2 1/2 

5/8 x 1 3/16 x 1 7/8 

3/4 x 1 3/16 x 1 3/8 

1/2 x 3 3/8 stainless

                       *available in stainless   AZ3-SS

                      *available in stainless    RB1-SS

5/8 x 1 3/16 x 1 5/8

Floor Locks

3/4 x 1 3/16

Size

1/2 x 1 3/16 x 1 5/8

1/2 x 1 3/16 x 2 3/16

Straight Delrin Brgs

5/8 x 1 3/16 x 2 3/16

3/4 x 1 3/16 x 1 5/8

3/4 x 1 3/16 x 2 3/16

1/2 x 3/4 x  2 7/16

5/8 x 3/4 x 2 7/16

1/2 x 3/4 x 3

1/2 x 3/4 x 2 7/16 stainless

1/2 x 3/4 x 1 7/8

1 x 1 1/4 x 4 9/16

3/4 x 1 x 3

3/4 x 1 x 3 1/2

 Component parts and Accessories: 
 Bearings 
 Spanner Bushings  
 Washers 
 Axles 
 Floor Locks, Caster Pads, Bumpers, 
Optional Stem sizes & Sockets  



Type Part No Part No.

type 1 metal 1 RW1

flat 2 CW1

 3 SW1

type 2 nylon 1 RW5

stepped 4 RW5-S MH-SL

1 RW7 HC-SL

type 3 metal 4 RW7-S KHD-SL

stepped 1 *TW1 KHX-SL

 1 *TW4 KXT-SL

type 4 metal 1 RW27

 flat, neop.seal 4 RW27-S

*TW27

Part No Part No.

CPS-LM N/A

CPS-MH CP-MH

N/A CP-HC

Part No.

CB100B

CB100G

Size

3      

3  1/2 

4      

5      

4      

5      

6      Fits series Size Part No.

4      4" TKL-MH-42

5      5" TKL-MH-52

6      6" TKL-MH-62

8      8" TKL-MH-82
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1 1/4 X 2 3/4

Size

MH Series   

2" wide only

TLB-MH-52

TLB-MH-62

TLB-MH-82

TLB-LM-35

TLB-LM-4

TLB-LM-5

TLB-MH-41

TLB-MH-51MH - 1 1/2" wide wheels 

MH, KMH, HC - 2" wide wheels 

(add -SS for Stainless Steel)

Light Medium Duty - LH            (add -

SS for Stainless Steel)

Bumpers

Size

3" x 3" x 1"

3" x 3" x 1"

1 X 2 1/4

1 1/4 x 2 7/16

Spring Clip style

1 1/4 x 2 7/16

3/4 x 1 3/16 

3/4 x 1 3/16 

3/4 x 1 3/16

1 x 1 15/16

1 x 1 15/16

Standard Series LM 

Standard Series MH 

 Series HC

Brake Kits - Top Lock style

RB100G

Bolt & Nut style

Caster Pads

HC, KHC

HD, KHD

KHX

KXT

Detachable Swivel Lock Plungers

Fits Series

MH, KMH

3 1/2"OD                        (fits 

.846 grip ring stem) 

Part No.Fits Series

TLB-LM-3

Retaining & *Thrust Washers

Brake Kits - Tech-Lock style

TLB-MH-61

TLB-MH-42

3/4 X 1 5/8

 1 1/4 x 1 15/16

1 1/4 X 1 15/16

Fits Series

Use Caster Pads for quick detach. Spring clip style great 
for roadie cases & cabinets. Bolt Style common for 
dumpsters as well as general industrial. 
 
 



 
 
 
 
 
 
 
 
 

"IHD Solutions was founded 20 years ago with a passion for providing 

exceptional customer service. This is our culture. It is what drives us to 

continually develop solutions for our customers. Our team is led by industry 

veterans; all product specialists who know what it takes to get the job done 

right". 

 

Rick Simon, Owner 

 
 
 

Today IHD Solutions services our customers with divisions including: 
 

Industrial Hardware  - On site, vendor managed fastener and hardware programs. 

 

IHD Powdercoat Services - Two automated plants with state of the art application equipment. 

 

IHD Caster Solutions - Comprehensive inventory and knowledgeable sales personnel. 

 

IHD/Uniflo Conveyor - On site design and production to meet your specific needs. 

 

 

 
 
 
 
 
 
 
 
 
 
 

 
 

www.IHDSolutions.com 
 
 

IHD Solutions - The most important part of anything you build. 
 
 


